CHASSIS
OEM CHASSIS

Yes

No_

2013 or 2014 Type One Ambulance, meeting all the specifications of Section 1.01.
— 3 year/36,000 mile "Bumper to Bumper" warranty

— 5 Year/100,00 mile Powertrain lelted Warranty

— Ambulance Prep Package

— Dual Rear Wheels

— Provided by Manufacturer

SPECIFIC RATINGS

Yes

POWER TRAIN

4/2014

No

Drive—-4x2

G.V.WR.-16,500 Ibs.

Wheelbase — 192.5”

Cab to Axle — 108~

Curb Weight — 9,100 lbs. Approximate
Payload — 3,900 Ibs. Approximate
Front Spring Capacity — 7,000 1bs.
Rear Spring Capacity —12,000 Ibs.
Front Axle — 7,000 1bs.

Rear Axle — 12,000 Ibs.

Rear Differential — 4.10 ratio, limited slip wide track rear axle

Engine

— 6.7L V-8 Hemi VVT

— Diesel Emission Fluid

— Factory Diesel Package

— Engine block heater (Cold Weather)

— Heavy Duty Engine Cooling System

Engine Cooling System

— Heavy duty, closed-air, free-liquid state type
— Coolant recovery system

— 50/50 solution Permanent type antifreeze to —40 degrees F
Transmission
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— Discharge at right rear side of module
— Tailpipe shall not terminate within twelve (12) inches of the vertical axis of the
fuel tank filler opening

Yes_  No_
STEERING
e Power assisted recirculating ball
» Tilt steering wheel
* Shock type steering stabilizer
Yes  No

SHOCK ABSORBERS/STABILIZER BARS
* OEM Heavy-duty shock absorbers front and rear
e (OEM front and rear stabilizer bar

Yes No
BRAKES

e Heavy duty power assisted; Front and rear anti-lock disc
e Four Wheel ABS

Yes No

TIRES AND WHEELS
* OEM LT 225-75Rx-16E all-terrain steel belted radials on 16” wheels
e Six (6) tires and wheels
e Steel Valve Stems

Yes No

ELECTRICAL
* Alternator — OEM Heavy Duty 225 Amp
* Batteries — OEM Dual Heavy Duty
¢ Electronic Monitoring Module
¢ Voltage Monitoring Auto Idle Up System

Yes_ No

INSTRUMENT PANEL AND CONTROLS
e Gauges
- Trip odometer
- Speedometer
- Voltmeter
- Fuel
- Coolant temperature
- Oil pressure
- Diesel engine warning lights
- Tachometer
e Engine Hour Meter
* Temperature and Compass Gauge
e Controls — Cruise
e Audio — OEM AM/FM
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Yes  No
CAB EXTERIOR
¢ Horn — OEM dual electric
e  Windows — Tinted safety glass
¢ Windshield wipers — Two-speed electric, washer and intermittent speed control
e  Mirrors
— Interior Day/Night rear view mirror
Two (2) black, below eye level, manually telescoping trailer tow
Power glass
Lower portion convex
e  Chrome Bumper and Grille
» Aerodynamic Halogen Headlamps
e Daytime Running Headlamps, low beam
e (learance Lamps
e Fuel tank — OEM 52 Gallons

Yes No
CAB INTERIOR
o Seats— OEM
— Cloth covered high back Captain’s Chairs
— Combination lap and shoulder harness
— Retractable arms on inside, side door armrest
e Climate Control - OEM
— Heavy duty, fresh air, high capacity heater/defroster
— Dehumidifying air conditioning system
e Interior Upgrade Package
— Cloth Headliner
— Sun Visors
— Black Vinyl Flooring
— Power Door Locks & Windows
e Lights and Convenience Group
— Courtesy light switches on all doors
— Warning chimes
— Headlight-on audible alert
— Illuminated entry
e Ambulance Prep Package
— Dual air bags
e 12 Volt Power Point
Yes  No

COLORS
e Exterior — White
e Interior — Dark Gray
Yes  No
CHASSIS MODIFICATIONS
Manufacturer will make the following modifications to the chassis.

SIMULATORS
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Stainless steel wheel simulators on all outer wheels, with braided valve stem extenders on
all four rear wheels.

Yes No

EXHAUST HEAT SHIELDS
Shall be formed from 20 ga. galvanized steel sheets with stamped reinforcements and
formed edges. Access openings shall be provided for shock absorber, mounting bolts,
etc. Heat shields shall be bolted to chassis frame and extend from back of cab to the
frame cross member just behind the rear axle.

Yes_ No

RUNNING BOARDS WITH SPLASH GUARDS
Shall be installed on both sides of the vehicle. They shall be made of polished aluminum
diamond plate. The splashguards shall be welded to the forward end of the running
boards. The entire assembly shall be securely mounted.

Yes No
MUD FLAPS

Mud flaps shall be installed behind each rear wheel.
Yes  No

MAP BOX/DRIVER’S CONSOLE
Shall be part of the driver’s console.
Yes  No

MODULE-TO-CHASSIS MOUNTING SYSTEM

MODULE MOUNTING SYSTEM
Module mounting system shall be designed and used as supplied by chassis
manufacturer. It shall consist of 12 rubber puck mounts secured with chassis
manufacturer supplied 0.50" hardened bolts

CAB-TO-MODULE ATTACHMENT
The module shall be attached to the cab by (20) 5/16" Grade 5 plated steel bolts with
nylock nuts. Access plates shall be provided in the bulkhead wall for the servicing of cab
to module bolts or for remounting of the body.

Yes  No___

CAB-TO-MODULE GASKET
Between the cab and module, a closed-cell neoprene weatherproof gasket shall be

installed to minimize electrolytic corrosion.
Yes  No

MODULAR CONSTRUCTION

All material utilized shall be of the correct type, alloy, and thickness to withstand the
intended usage and provide protection against cracking, corrosion, or metal fatigue. All
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materials utilized shall be of open stock origin, commonly available through local
sources, for rapid and economical repair or modification of the body. Any use of
proprietary parts or materials in the construction of the body is unacceptable, due to
potential delays or difficulties in future repairs or service. NO EXCEPTIONS TO BE
TAKEN IN THIS AREA. This specification is to fill specific needs of this agency.
Where compartment and cabinet sizes have been specified, bidder must bid substantially
(plus or minus 1") the size specified.

The module shall have a transferable lifetime structural warranty.

Yes No_
MATERIAL
EXTRUSIONS SIZE
Structural Tubing I"x2"x0.125" 5q.
Structural Tubing 2"x2"x0.125" sq.
Cross Members 3BT ULaY a0
Cross Members 15"x 3" x 025"
FORMED SHEETING SIZE
Skin/Roof/Compartments/Subfloors/Doors 01257
Interior Cabinets 0.090"
Diamond Plate 0.125"/0.08"
Stainless Steel 16 ga., 20 ga.
Yesily N -
MODULE DIMENSIONS
Overall Vehicle Dimensions: (Specifications are listed as minimums.)
Length: 25 & (301M
Width: i 10" ( 94" Excluding Mirrors
Height: 9 § 123" (109.125™)
Exterior Module Dimensions: (Specifications are listed as minimums.)
Length: 13' 4 (167"
Width: 7! 10" ( 94"
Height: 7 8.375" ( 92.375")
Interior Dimensions: (Specifications are listed as minimums.)
Length: Forward Wall to Rear Doors 160"
Width: Left Wall to Right Wall 89"
Floor Width:  Left Cabinets to Squad Bench 50.25"
Height: Floor to Ceiling 72"
Load Height:  Ground to Floor Height : 33" maximum
Yes . No |
STRUCTURAL FRAMING
Sidewall and rear wall construction shall consist of 2" x 2" x 0.125" aluminum square
tubing extensions welded together with a maximum of 14" centers. 1" x 2" x 0.125"
aluminum tubing may be utilized in addition to 2" x 2" tubing to accommodate custom
compartment sizes. The bottom of the wall structure shall be sealed with welded 2" x 2"
tube, 2" x 2" angle, or 0.125" plate depending upon location. Wall structure shall be
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capped with a 2" x 2" x 0.125" header upon which the 2" x 2" x 0.125" roof structure is

welded. This process provides a unitized roll cage structure for greater occupant safety.
Yes No

FOUNDATION SYSTEM
Shall consist of a 0.125" aluminum sheet subfloor with foundation members securely
welded under the subfloor. Members shall consist of five (5) 3" x 3" x 0.375" structural
angles and one (1) 1.5" x 3" x 0.250" channel (above fuel tank) running full width side to
side with two (2) 0.250" x 1.5" aluminum members running lengthwise between the
structural angles.

Yes_ No_

MODULE SEAMS
All body and compartment seams at or below floor level shall be full seam welded. The
entire perimeter of the subfloor shall be completely sealed with a caulking material,

creating a watertight, dust-free module environment.
Yes  No

EXTERIOR SKIN
In addition to welding the exterior skin to structural framing, a very high bond system
shall be utilized full length on all wall and roof frame members. A polyurethane adhesive
sealant shall be applied to the edges of structural tubing at the exterior wall surfaces.
The module shall be constructed utilizing full size sheet construction to minimize body
seams. Seams above the passage doors and cab shall be minimal. There shall be no
corner or mid body seams.

Yes  No

MODULE ROOF
In order to improve module strength and reduce roof seams the following roof system
shall be utilized. The roof shall be seamed in the center, have a 1.500" radius at the
corners, and provide a weatherproof overlap of the aluminum side sheets 5.250" below
the roofline. The roof shall be supported by positive contact between sidewall framing
and roof framing. All seams on the roof surface shall be full seam welded on the outside
and caulked on the inside. The module roof edges, front and rear, shall be constructed to
allow mounting of the recessed light bars. This roof design shall have been tested to
meet A.M.D. standards and a detailed exploded drawing of the roof structure shall be
provided. In order to avoid the possibility of paint and/or weld cracking, no extrusions

shall be used in the exterior construction of the roof or corners of the vehicle.
Yes No

MODULE EXTERIOR COMPARTMENTS

All compartments are constructed from formed 0.125" aluminum and are securely welded
to the subfloor and structural framing. A baffled drain hole shall be provided in all
exterior compartment bottoms that extend below the floor line. All exterior adjustable
shelves shall be mounted on heavy-duty aluminum unistrut track, which is securely
welded to compartment interiors. Additional heavy-duty aluminum unistrut track will be
installed on back wall of compartments #1 and #2 to allow for shelving configuration
variations. Each shelf shall support at least 300 Ibs. of equipment.

Storage location for backboards to be determined at pre-construction meeting.
Yes  No
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COMPARTMENT # 1
Interior Dimensions — 16"W x 77"H x 19"D
Doorway Dimensions — 16"W x 74"H
Location — Street side, front
Shelving — None
Door(s) — Single
Light(s) — One (1) LED strip light
Additional Instructions — This compartment shall have three (3) straps setup for storage
of an “M” size cylinder. The Compartment shall be vented thru louvers in the upper
portion of the door.
Yes  No

COMPARTMENT #2
Interior Dimensions — 44"W x 27"H x 19"D
Doorway Dimensions — 48"W x 27"H
Location — Street side, forward of wheel well
Shelving — One (1) adjustable
Door(s) — Double
Light(s) — One (1) LED strip light
Additional Instructions — The 120VAC Power Box shall be installed in the forward
wall, recessed so as not to protrude into the compartment. The inverter shall be installed
on the forward wall in the upper portion.
25 No
COMPARTMENT # 3
Interior Dimensions —29.5"W x 77"H x 19"D
Doorway Dimensions — 29.5"W x 74"H
Location — Street side, rear
Shelving — Two (2) adjustable
Door(s) — Single
Light(s) — One (1) LED strip light
Additional Instructions — None

COMPARTMENT # 4
Interior Dimensions — 16"W x 747"H x 19"D
Doorway Dimensions — 16.5"W x 74"H
Location — Curbside, rear
Shelving — None
Door(s) — Single
Light(s) — One (1) LED strip light
Additional Instructions — Two (2) longboard-retraining straps shall be installed in aft
section. A formed stainless steel gasket cover shall be installed so that longboards do not
cut gasket material. The compartment shall be vented by louvers in the upper portion of
the door.
Yes  No
COMPARTMENT #5
Interior Dimensions — 19.25"W x 29"Hx 19"D
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Doorway Dimensions — 19.25"W x 29"H

Location — Curbside. toward the back of the wheel well
Shelving — Two (2) adjustable

Door(s) — Single

Light(s) — One (1) LED strip light

Additional Instructions — None

Yes No

MODULE DOORS
The doors shall be box pan formed with a total thickness of 2".

Yes No_

DOOR SEAL
Each doorframe will have a 0.875" flange for the installation of an air cell hollow core,
360-degree compression door seal. This seal creates watertight, dust-free compartment
integrity. Door seal shall be knock-on type.

Yes No

DOOR HINGES
Shall be full length, piano type, stainless steel hinges, 2.5" wide with a 0.25" pin. The
hinges shall be attached with 12 x 3/4 stainless steel truss head screws spread 4" apart.
All curbside and streetside doors shall be hinged on the forward sides. All rear doors
shall be hinged on the outboard sides.

Yes No

DOOR LATCHES
Shall be flush mounted, stainless steel, paddle type slam latches with rotary latch striker
posts, which meet FMVSS 206 requirements. Striker shall be adjustable and shall be
secured with a nut from behind door frame. The striker washer will not be removed.
Cold rolled, threaded steel rods shall be used to activate dual rotary latches. Once final
adjustments to latches are made, threads are to have Locktite or equivalent applied. All
double door compartments shall have an exterior stainless steel paddle handle and rotary
latches on each door. Doors will latch to door frame mounted striker posts only and not
to one another. All entrance doors shall have interior handles with dual point, rod
actuated, rotary latch systems which are lockable inside and out. All latches will have a
non-slip surface on the underside of the latch. All compartment and module access doors
shall be keved.

Yes  No

COMPARTMENT DOOR CONTROL
A heavy-duty, double spring door control capable of holding the door open at
approximately a 90-degree angle on any road surface shall be installed at the top of each
compartment door.

Yes No

CURBSIDE DOOR CONTROL
Shall be a heavy-duty, double spring door check installed at top of the door. This door

check will hold the door open at approximately a 90-degree angle on any road surface.
Yes . No

REAR DOOR CONTROL
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Shall be "grabber" type hold-open devices with replaceable rubber catches.
Yes No

COMPARTMENT DOOR SKINS
Shall be aluminum diamond plate and be removable to service door hardware. Red/white
1.5 conspicuity tape shall be installed on vertical edge of each door.

Yes No_

ENTRANCE DOOR SKINS
Shall be aluminum diamond plate and be removable to service door hardware. Red/white
1.57 conspicuity tape shall be installed on the vertical edge of the side passage door, top.
and bottom of rear doors. The side passage door and curbside rear door skins shall be
two (2) pieces, split below the paddle latch.

Yes No

ENTRANCE DOORWAYS
One (1) curbside and two (2) rear module entrance doors shall be provided. The curbside
doorway dimensions shall be 31"W x 77.75"H. The rear doorway dimensions shall be
49.75"W x 66"H.

Yes  No_

THRESHOLDS
All compartment and module access doorframes shall have full width formed stainless
steel threshold plates to protect the lower edge of frame.

Yes No_

MODULE INTERIOR CABINETS
Shall be formed of aluminum and shall be securely welded or mounted to the structural
framing. All interior adjustable shelves shall be mounted on 1" wide aluminum Unistrut

track.
¥Yes No-
CABINET #1
Dimensions — 25.75"W x 14"H x 14.75"D
Framed Dimensions —21”"W x 10.25"H
Location — Streetside, upper forward
Shelving — One (1) adjustable
Door(s) — Sliding, clear 0.177" acrylic with felt lined anodized aluminum track in pre-
formed, aluminum frame, hinged at top with gas shock lift system, positive latch, and full
extruded aluminum door pulls.
Additional Instructions — None
Yes No
CABINET #2

Dimensions —25.75"W x 14"H x 14.75"D
Framed Dimensions —21”"W x 10.25"H
Location — Streetside, over action area
Shelving — One (1) adjustable
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Door(s) — Sliding, clear 0.177" acrylic with felt lined anodized aluminum track in
preformed, aluminum frame, hinged at top with gas shock lift system, positive latch, and
full extruded aluminum doors pulls.

Additional Instructions — None

CABINET # 3
Dimensions — 25.75"W x 14"Hx 14.75"D
Framed Dimension —21”"W x 10.25"H
Location — Streetside, upper middle
Shelving — One (1) adjustable
Door(s) — Sliding, clear 0.177" acrylic with felt lined anodized aluminum track in
preformed, aluminum frame, hinged at top with gas shock lift system, positive latch, and
full extruded aluminum doors pulls.
Additional Instructions — An IV warmer shall be installed in this cabinet.
Yes No
CABINET # 4
Dimensions — 26.7525"W x 14"Hx 14.75"D
Framed Dimensions — 21.5"W x 10.25”H
Location — Streetside, upper rear
Shelving — One (1) adjsutable
Door(s) — Sliding, clear 0.177" acrylic with felt lined anodized aluminum track in
preformed, aluminum frame, hinged at top with gas shock lift system, positive latch, and
full extruded aluminum doors pulls.
Additional Instructions — None
Yes No_
CABINET #5
Dimensions — 55.75"W x 15.5"Hx 19"D
Framed Dimensions — 517"W x 11.5"H
Location — Streetside, below cabinet #5
Shelving — One (1) adjustable
Door(s) — Sliding, clear 0.177" acrylic with felt lined anodized aluminum track in
preformed, aluminum frame, hinged at top with gas shock lift system, positive latch, and
full extruded aluminum doors pulls.
Additional Instructions — None
Yes No
CABINET # 6
Dimensions — 55.75"W x 15.25"H x 197D
Framed Dimensions — 51”"W x 11.5"H
Location — Streetside toward back of middle
Shelving — One (1) adjustable
Door(s) — Sliding, clear 0.177” acrylic with felt lined anodized aluminum track in pre-
formed, aluminum frame, hinged at top with gas shock lift system, positive latch, and full
extruded aluminum door pulls.
Additional Instructions — None
Yes  No

CABINET # 7 — Action Area
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Dimensions — 51.25"W x 31.375"H
Location — Streetside
Shelving — None
Door(s) — None
Additional Instructions — It shall contain an aftendant control panel, vacuum
connection, oxygen outlets, 120VAC receptacle, 12VDC cigar style receptacle. digital
thermostat, and Rico Suction with a 1200 cc canister with bracket mounted 8 off the
counter top. The entire action wall area shall be lighted utilizing a Thin-Lite Model #612
light with 12V DC dual 117 fluorescent bulbs. Full depth counter top shall be located
below the action wall. The counter top shall be one-piece 16 ga, 304 stainless steel with
a 0.5" aluminum retaining lip. A 2 Qt. sharps shall be located on the back wall. An
oxygen window shall be installed on the forward wall of the action area.
Yes No_
CABINET # 8
Dimensions — 8"W x 52.75"H"W x 19.5"D
Location — Front, behind attendant seat
Shelving — Five (5) adjustable
Door(s) — None
Additional Instructions — Open storage for map books and miscellaneous.
Yes No
CABINET #9
Dimensions — 50.25"W x 10.375"H x 19"D
Location — Street side, below action area
Shelving — None
Door(s) — Sliding, clear 0.177" acrylic with felt lined anodized aluminum track and full
extruded aluminum door pulls
Additional Instructions — None
Yes No

CABINET #10 —
Dimensions — 55.75"W x 10.375"H x 197D
Location — Street side, aft lower
Shelving — None
Door(s) — Sliding, clear 0.177" acrylic with felt lined anodized aluminum track and full
extruded aluminum door pulls.
Additional Instructions — None
Yes  No o
CABINET #11 - HVAC
Dimensions — 41.5"W x 10"Hx 9"D
Location — Curbside, upper rear
Shelving — None
Door(s) — Hinged clear polycarbonate with gas shock lift system and twist/slam latch and
extruded aluminum door pulls.
Additional Instructions — None
Yes  No

CABINET #12 —
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Yes No

Dimensions — 41.5"W x 10"H x 9"D

Location — Curbside, upper forward

Shelving — None

Door(s) — Hinged clear polycarbonate with gas shock lift system and twist/slam latch and
extruded aluminum door pulls.

Additional Instructions — The cabinet shall be set up as glove storage for four (4)
boxes. There shall be unistrut installed on the ceiling to secure a stand-off that
shall hold the boxes.

CABINET #13 — Squad Bench with Storage

Yes  No

Dimensions — Bench: 75.5"W x 19.75"H x 19”D

Storage: 32.75"W x 9.125"H x 19D
Location — Curbside, upper forward
Shelving — None
Door(s) — Split aluminum lid shall provide access to the storage area, have an automatic
hold-open device, and high density foam padding covered with seamless vinyl. The lid
shall have a 1.5” overhang. The forward lid shall provide access to the storage area, the
lid toward the rear shall be fixed.
Additional Instructions — The squad bench back and/or head pads shall have high
density foam padding covered with seamless vinyl. Two (2) sets of seatbelts shall be
installed on the bench and set up for use with sit-up or stretcher patients. The squad
bench base to be formed from aluminum and securely anchored to sub-floor. The bottom
and unfinished sides of the storage area shall be lined with indoor/outdoor carpet.
An oxygen outlet, Hi/Off/ Low dome switch, and a fifteen-minute timer shall be installed
on the curbside wall over the bench.
There shall be a 120VAC receptacle located at the end of the squad bench below the
back-padding.
A sharps and wasted space shall be located at the forward end of the squad bench and
accessible through a curbside hinged acrylic door and accessible for changing through a
removable panel on top of the area.

CABINET #14 -HVAC

Yes  No

Dimensions — 34.75"W x 16.5"H x 24.875”D

Location — Front, right upper

Shelving - None

Door(s) — None

Additional Instructions — This cabinet shall house the heater/AC unit and the suction

pump.

CABINET #15 — Electrical Cabinet

4/2014

Dimensions —30”W x 13”H x 10”D

Location — Front, center over walk-through

Shelving — None

Door(s) — Aluminum, hinged, swing up door with a hold open device, a quarter turn
slotted latch, and an automatic compartment light.

Additional Instructions — This cabinet shall house the electrical component module. The
battery charger shall be installed in this compartment.
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CABINET #16
Dimensions — 30.25"W x 11.75"H x 24.875"D
Location — Front, right center
Shelving — One (1) adjustable
Door(s) — Sliding, clear 0.177” acrylic with felt lined anodized aluminum track and full
extruded aluminum door pulls.
Additional Instructions — None

Yes  No

CABINET #17 — Drawer
Dimensions — 28"W x 5"H x 19D
Location — Front, right below Cabinet #16
Shelving — None
Door(s) — None
Additional Instructions — There shall be one (1) metal drawer in this area. The drawer
shall operate on 18" slides rated at 300 Ibs. per set and have a gas shock hold open/closed
devise to ensure that the drawer does not accidentally open or close during operation of
the vehicle. The drawer shall be formed of aluminum welded construction and formed
structural support on the sides and from of drawers.

Yes No

SIDE DOORSTEP
A recessed curbside side doorstep shall be provided which is 11.5” deep x 31" wide.
There shall be a drain hole and an open grate step plate, which is removable for cleaning
purposes. Polished aluminum diamond plate kick panel will be installed on the sides and
face of doorstep.

Yes No

CAB TO MODULE PASSAGE
Shall be a pass-thru measuring 15.75" W x 37" H.

Yes No

WHEEL WELL LINERS
Shall be installed in the module over the rear wheels. The liners shall be formed of
aluminum.

Yes No.

COATINGS AND FINISHES

MODULE FINISH PREPARATION
The module shall be seam sealed and all imperfections on aluminum surfaces of module
shall be sanded smooth. The entire exterior shall be mechanically etched and washed
with wax and grease remover to ensure proper primer and paint adhesion.

Yes__ No

MODULE PRIMER
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Module shall be primed with urethane primer prior to applying the finish coat of acrylic
urethane paint.

Yes. No
PAINT TYPE
Shall be acrylic urethane.
Yes No
COLOR SCHEME
Base color: Oxford White
Yes No
COMPARTMENT FINISH
All compartments shall be sanded, etched, washed, primed, and painted white with gray
splatter paint.
Yes  No

INTERIOR CABINETRY FINISH
All interior cabinetry shall be sanded, etched, washed, primed, and painted white with

gray splatter paint.
Yes  No_
MODULE UPHOLSTERY

Shall be vinyl, Gray, and be seamless.
Yes  No

MODULE FLOORING MATERIAL

Shall be Slip-Retardant Sheet flooring providing durability, ease of maintenance, and
stain resistance. It shall contain a high concentration of microscopic aluminum oxide
particles and colored quartz crystals suspended throughout the thickness with silicon
carbide grains in the entire wear surface for slip-retardant performance. It shall have a
bacteriostat incorporated to give flooring excellent anti-bacterial activity and an overall
thickness of 0.11" nominal. Flooring shall be manufactured for Wear Resistance to meet
ASTM C 501, indentation resistance in accordance with ASTM F 1303 and ASTM F
970, Grade 1 standards, shall meet ASTM D 2047 Slip Retardant, ASTM F 970 Static
Load, ASTM E648, CMVSS, FMVSS 302, CAN ULC S102.2 Fire Data Tests. It shall
be seamless and cove up the side walls a minimum of 5" as a seal.

An insulated floor shall be installed over the subfloor. It shall be constructed with square
tubing (0.75" x 0.75" x 0.063"), filled with 0.75" thick polyiso foam insulation, and
covered with 0.125" aluminum sheet.

Yes No

COMPARTMENT LINING
Compartment floors shall be lined with light gray flex material and all shelves with easy

sweep mat.

Yes Noi:

CABINET LINING
Interior cabinet shelves shall be lined with easy sweep mats, which are removable for
ease of cleaning.

Yes  No
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SURFACES AND FINISHES
All surfaces and finishes shall be impervious to soap. disinfectants, and water, to permit
washing and sanitizing.

Yes_ No_

AUTOMOTIVE UNDERCOATING SEAL
The entire chassis and module underbody (excluding drive shafts, wheels, exhaust
system, and lubrication fittings, per manufacturer's specifications) shall be sprayed with
undercoating for reduced corrosion and added sound deadening.

Yes  No

MODULE EXTERIOR

STEP/BUMPER

Shall be a welded construction of 3" x 3" x 0.375" aluminum angle and 2" x 0.250" plate
and shall be covered by 0.125" bright aluminum diamond plate. The center section,
below the doors, shall have plasma cut open flow design to prevent accumulation of
water and snow and provide a 7" step. The outermost 12" of each end shall be angled to
prevent dragging of corners in high angle of approach/departure areas. Diamond plate
shall be formed on front and rear edges for channel type strength and a formed 0.090"
aluminum close out shall be welded to the underside of the step/bumper. The bumper
shall be bolted directly to the chassis frame using high strength Grade 5 bolts. Bumper
shall be easily removable and replaceable in case of damage. Step/bumper to be designed
to accommodate a “one-person style” cot.

Yes No

RUB RAILS

Shall be bright finished extruded aluminum of a double channel design and 0.125" wall
thickness for maximum strength. Rub rails shall be 2.5" high x 0.75" wide and run along
the lower edge of body, interrupted only by wheel well opening. A red/white conspicuity
reflective tape shall be installed in the insert area of the rub rail.

Yes No

FENDER RINGS
Shall be installed on the module. They shall be bright polished aluminum with a rounded
outer edge following the full contour of the wheel well opening.

Yes  No .|

DRIP RAIL
Shall be extruded, anodized aluminum running full length of module at top of sides,
front, rear and over each exterior compartment. Drip rails shall be installed with bonding
tape that will withstand exposure to the elements. They shall be installed to allow easy
replacement without the use of mechanical type fasteners, and finished with 45 degree
angled ends to avoid hooking materials which brush against the vehicle causing damage.

Yes No

ROCK GUARDS
Made of bright aluminum diamond plate shall cover the front module corners 24" up
from bottom of the body, 2.5" down side of body, and meet cab at the front of the body.
Yes No
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REAR KICK PANEL
Made of bright aluminum diamond plate shall extend from top of rear step to the bottom
of rear doors, full width formed around corners, and 2.5" forward on each side.

Yes. = Noi

FUEL FILL(S)
Shall be on the streetside of the module. Each location shall have polished cast
aluminum fill well and be properly vented. All fuel filler hoses will be protected with a
0.125" aluminum protection plate. Fuel fills shall be installed in accordance with "Body
Builder's" recommendation. Shall be labeled “DIESEL ONLY™.
A fill shall be provided for the DEF tank.

Yes No

MODULE WINDOWS
Shall have black anodized aluminum frames, rubber gaskets, and be attached with screws
for ease of replacement. All module windows to be dark tinted. The side door window
shall be 18.75" x 18.75" with sliding glass, a positive catch, and a screen. The rear door
windows shall be 18.75" x 18.75" fixed glass to prevent exhaust from entering the
module.

Yes_ No_

FUEL SPLASH GUARD
Shall be made of stainless steel and shall be installed below the fuel fill.

Yes_  No_

MODULE INTERIOR
All interior hangers, supports, fasteners, latches, and hinges shall be of a near flush type
design when not in use. The patient compartment shall be free of sharp projections.
Exposed edges and corners shall be broken with a radius, chamfer, or covered with
aluminum trim, plastic molding, or rubber edging.

Yes No

UPPER WALL COVERING
Shall be covered with light gray heavy grade 0.125" ABS vinyl. All panels shall be
attached with a very high bond system.

Yes No

HEADLINER
Shall be fiberglass reinforced 0.090" with textured white surface.

Yes No

CUSHIONS
Head pads located over all module access openings and seat backs shall be 17 high-
density foam covered with heavy-duty vinyl matching upholstery.
Seat cushions shall be 3” high-density foam covered with heavy-duty vinyl matching
upholstery.

Yes a1

LOWER WALL COVERING
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The squad bench sides and lower portion of the streetside wall shall be nonporous, color-
coordinated material.

Xeés ' " No- Y

GRAB RAIL
One (1) 75" long x 1.250" diameter grab rail with three (3) support brackets shall be
securely mounted to roof structural framing and located over cot.

Yes  Neo:

ACCESS DOOR GRAB RAILS
Each module access door shall have a 1.250" grab handle, which may also be used as
entry assist rails.

Yes No

IV HANGERS
Two (2) retractable dual IV hanger with stabilizers shall be supplied One (1) over the
squad bench and one (1) over the primary cot.

Yes_ No_

COT MOUNT
A Stryker Model dual mount cot fastener shall be installed. Set up for a Stryker cot. A
safety hook shall be installed.

s Mo

ATTENDANT SEAT
A rear facing high-back bucket seat with a built in child safety seat and upholstered with
heavy grade vinyl shall be located at the head of the cot position and provide easy access
to all action wall controls and outlets, and to the patient. Seat shall swivel and be
securely anchored on a swivel base with a 2-point safety belt.

Yes. No =

OXYGEN SYSTEM
The entire oxygen system to be assembled with certified Oxygen hose (1000 PSI burst
strength) with brass fittings, pressure tested, and certified. Ohio type outlets shall be
installed in the following locations: one (1) in action area, one (1) in ceiling above
primary patient, and one (1) in the wall above the squad bench. A 50-PSI regulator and
one (1) OXYGEN tank wrench shall be included.

Yes No

SUCTION PUMP
The unit shall have an electric pump as the source of suction. Control shall be on the
Attendant Panel. Suction pump shall be mounted in cabinet #11 and vented to the outside
of the vehicle under the module body.

Yes No

SUCTION COLLECTOR
A suction collector with 1200cc disposable canister shall be installed in the Action Area,
mounted above the action area counter.

Yes No
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SEATBELTS
Shall be DOT certified and shall be installed with all passenger seating. Three (3) sets
shall be installed on the squad bench and set up for use with sit-up or stretcher patients.

The attendant seat and the CPR seat shall each have a single seat belt.
Yes No

FLUID BARRIER
A formed stainless steel floor mounted fluid barrier, which is 0.75” high shall be
provided between module and cab. This barrier shall prevent fluids from running from

the module floor into cab area.
Yes No

INSULATION
The module side. ends, roof, doors, and floor shall be insulated to enhance the interior
environment and to restrict heat, cold, and external noise from entering the module. The
insulation shall be a non-settling foam plank material of 2", 1.57, or 0.75" thickness
depending upon location and available space.
Roof, doors, and wall insulation shall be expanded polystyrene. Floor insulation shall be
polyisocyanurate.
In addition, a closed-cell polyurethane tape with ultra-high-bond acrylic adhesive shall be
utilized on the sidewalls and roof to provide a thermal and noise break between the
outside skin and structural members. A 3" wide, 60-mil tape shall be used as a thermal
break on the inside surface of the roof and wall tubes.

Yes No

MODULE CLIMATE CONTROL SYSTEM
Shall incorporate a combination heating/air conditioning unit with 36,000 BTU heating
and 32,000 BTU cooling. The unit shall have a 580CFM fan and have controls
independent of the cab system. The module system shall be controllable by a digital
thermostat located on the action wall.

Yes No

EXTERNAL AIR INTAKE
To supplement heated or cooled air with fresh air, an external air intake shall be provided
on the side of the module. The intake shall consist of four (4) stamped louvers above the
side passage door. The interior chamber of the intake shall be made of aluminum and
formed to prevent the collection of moisture.

Yes No

AJR RETURN
Designed into the front right bulkhead wall shall be an air retun, which runs from the
floor level to the heater A/C unit. The air return vent shall have formed louvers.

Yes No

EXHAUST VENT
A motor-powered exhaust vent shall be located in the curbside corner of the module.

Yes No

NO SMOKING/FASTEN SEAT BELTS SIGNS
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Two (2) "No Smoking/Fasten Seat Belt" signs shall be installed - one (1) each for driver's
area and module.

Yes  No

WHITE MARKER BOARD
Shall be installed on the curbside wall of the crawl through.

Yes  No

CLOCK
An Atomic controlled clock shall be installed on the head pad over the rear passage
doors. The clock shall be LCD display and show hours (12/24 selectable), minutes,
seconds, date, day, and temperature. Clock shall be powered by one (1) “AA™ alkaline
battery.

Yes  No

SHARPS/HAZARDOUS WASTE CONTAINERS
Two (2) Sharps Containers and one (1) waste container shall be installed: one (1) located
in the action area. One (1) sharps container and one (1) waste container shall be located
at the forward end of the curbside squad bench and accessible through a curbside hinged
acrylic door and accessible for changing through a removable panel on top of the area.

Yes No

OXYGEN WINDOW
Shall be a clear, 6" x 10", acrylic window. The window shall have a knob and be
mounted with self-closing hinges. It should be installed on the forward wall of the action
area.

Yes  No

MEDICATIONS SAFE

A “Meds™ drawer with a keyed lock shall be provided and located in cabinet #17.
Yes  No
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ELECTRICAL

All added body and chassis electrical equipment shall be served by circuits separate and
distinct from the vehicle chassis circuits. All vehicle wiring shall be copper and conform
to all SAE J1128 requirements. The wiring shall be colored, numbered, and function
coded every 3" for permanent identification and correspond with the vehicle schematics.
Solderless, insulated connectors shall be used. Wiring panduit shall be used in power
component module to ensure air circulation throughout power component wiring. The
wiring shall be routed in conduit or looms and wiring shall be secured to the underbody
or frame with insulated metal cable straps. All power distribution cabling shall be
covered with a protective split loom. Where wiring passes over the exhaust. a heat shield
shall be installed. Wiring and electrical components shall not be placed under or behind
the cab seats. The power component module shall be equipped with positive locking
plugs to provide easy disconnect for remount or repair of body. All wiring devices,
switches, outlets, etc., except circuit breakers, shall be rated to carry 125% of the
maximum ampere load for which the circuit is protected.

Yes No

OVERLOAD PROTECTION DEVICES
Body electrical wiring shall utilize overload protective devices of the automatic reset,
circuit breaker type. In addition, one (1) single pole, 20-amp circuit breaker shall be
provided for future use. The circuit breakers, relays, and other electrical items shall be
located in the enclosed power component module.

Yes No

VOLTMETER/AMMETER
Shall be a single digital display, located in the driver's console, which displays voltage
and battery current when the ignition is on. Display includes audible and visual alarms
for high and low voltage.

Yes No

MODULE POWER
Shall be controlled by a console-mounted switch which activates one (1) 100 amp
continuous duty solenoid located in the power component module.

Yes No

WIRING ACCESS
All cabinets at ceiling level shall have removable backs, which are screwed, in place for
access to harnesses. Stack cabinets shall have removable panels for wiring and hose
access.

Yes  No

BACK-UP ALARM
Shall be installed and have a momentary disable switch in the driver's console. If
disabled while in reverse, backup alarm shall automatically reset when shifted out of
reverse.

Yes  No
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SERVICE LOOP
A 6" service loop of wire or harness shall be provided at all electrical components,

terminals, and connection points.

Yes No
DRIVER’S CONSOLE
Installed between the seats and made of formed aluminum, with black powder coating.
It shall have a switch panel with the following layout and a map holder with three (3)
Dividers that are mill aluminum. A map light shall be installed in the upper right corner.
Yes . No
SWITCHES
1. Module Disconnect 11. Left Scene
2. Emergency Master (Sequencer) 12. Right Scene
3. Blank 13. Rear Scene
4. Flasher - Red 14. Override
5. Flasher - White 15. Blank
6. Flasher 16. Back-Up Disable
7. White Light
8. Spare
9. Blank
10. Blank
OTHER:
Voltmeter/Ammeter
Passage Door (Red) Open Warning Light
Compartment Door (Amber) Open Warning Light
Siren Head
Inverter Panel
Radio (Customer Supplied)
Yes No
SWITCHES
Shall be lighted rocker type and permanently marked by function. One (1) spare switch
shall be provided.
Yes No
MAP LIGHT
A map light with a 19" flexible neck shall be mounted in the cab area.
Yes No

DOOR AJAR WARNING LIGHT(S)
Shall be installed on the driver's console. A red flashing light shall warn the driver of
open passenger access doors and an amber flashing light shall warn the driver of open
exterior compartment doors.
Yeg. No:-.o
ATTENDANT CONTROL PANEL
Shall be located in the action area. Panel shall include one (1) row of switches, as

follows:
1. Dome Hi/Off/Lo 3. Aspirator 5. Attendant Light
2. Dome Hi/Off/Lo 4, Vent 6. Blank
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A separate climate fan switch and digital thermostat shall be located adjacent to the
attendant control panel.

Yes No

ACTION WALL AREA LIGHTING
The entire action wall area shall be lighted utilizing a full length LED strip light.

Yes No
STEP LIGHTS

The side access doorstep well shall have a light installed.
Yes  No

MODULE INTERIOR LIGHTING

Shall be designed to keep vehicle height to a minimum without interfering with the
structural integrity of the roof. Module interior lighting shall consist of nine (9) dual
intensity LED recessed lights — one (1) bank of five (5) lights shall be positioned toward
streetside and four (4) lights toward curbside. There shall be a switch for each bank of
lights on the action wall for Hi/Lo/Off. All switches shall be located on the action wall.
The four (4) lights on the curbside shall be automatically activated when the rear or side
doors are opened. The lights shall be controlled by a timer switch mounted inside the
curbside passage door. The timer switch shall be wired to continuous battery power.

BASIC EXTERIOR LIGHTING
Shall include headlights, parking lights, directional signal lights, tail and stop lights,
license plate light, back-up lights, side marker lights, hazard and warning lights, and
clearance lights as required by FMVSS 108. Rear, stop. turn, and back up lights shall be
LED. Side marker lights shall be LED sealed units. Front and rear module clearance
lights shall be an integral part of the light bar system.

Yes No

COMMUNICATIONS EQUIPMENT
The customer shall be responsible for powering up and tuning of the radio equipment.
Item #1 Description: ~ Two (2) “Customer Supplied” Radio

Location: One (1) in the cab and one (1) in the action area.
Yes No

ANTENNA MOUNTS AND CABLES
Two (2) universal antenna mounts with cables and a master universal connectors and
mini-UHF adapters shall be installed on the module. Antenna base access shall be
through the dome light openings, and the cables shall terminate in the radio cabinet.

Yes No_

BLOCK HEATER
A block heater, with On/Off switch in 120VAC power box shall be wired to the 120VAC
shorepower system and shall be circuit protected.

Yes  No
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120VAC/SHORELINE CIRCUIT BOX

Utility power shall be furnished with 120VAC shorepower via a 20 amp Auto Eject plug
located on driver's side of vehicle and distributed via a formed 0.125" aluminum power
box recessed into streetside front compartment. Power box shall be flush mounted so as
to maximize compartment size. Shall have easily removable cover.
The box shall contain three (3) 120VAC receptacles for power supply to:

- Interior/exterior 120VAC power (receptacles, IV warmer, etc.), GFI protected

- Block heater

- Battery charger
Two (2) breakers shall be installed, one for protection of the block heater receptacle, the
other for protection of the other 120VAC receptacles.
Two (2) 120VAC duplex-grounded receptacles shall be mounted: One (1) in the Action
Area and one (1) in the aft end of squad bench.

Yes No

BATTERY GROUNDS
In addition to OEM grounds, the following ground circuits shall be added: 4 ga. ground
cable from module power component panel to frame, two (2) braided ground straps from
the module body to the chassis to reduce RF interference.

Yes No. .

BATTERY CHARGER
A 50 amp battery charger/conditioner shall be provided and wired to shoreline. The
charger shall be mounted in the electrical compartment and have totally filtered output
voltage, locked at a maximum 14 volts. The charger shall be designed for long term
charger and converter operation without damage to batteries.

Yes. Ne

BATTERY MODIFICATIONS
The two (2) OEM batteries shall be located in curbside front exterior compartment. The
batteries shall be interconnected to provide maximum cold cranking amps and reserve
capacity at all times.

Yes. No_

12VDC RECEPTACLES
Two (2) 12 volt, 20 amp cigar type receptacles shall be provided: one (1) in the Action
Area and one (1) curbside wall above rear of squad bench. Both receptacles shall be
wired to continuous battery power. Receptacles shall be clearly labeled and shall be
circuit breaker protected.

Yes No_

COMPARTMENT LIGHTING ;
Shall an LED strip light installed in all outside compartments and shall be activated by a
door switch.

Yes  No

EXTERIOR DOOR SWITCHES
Shall be 1/2" door switches. All door switch terminals shall have Heat shrink installed.
Yes No
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EMERGENCY WARNING SYSTEMS

FRONT LIGHTBAR

Shall be a 94™ light bar.

Pattern from curbside to streetside: Clear Lens Red Super LED Flasher, clear Lens Red
Super LED Flasher, Clear Lens Clear Super LED Flasher, Pre-Wire for Opticom, Clear
Lens Clear Super LED Flasher, Clear Lens Red Super LED Flasher, Clear Lens Red
Super LED Flasher.

The Lightbar shall be recessed mounted with horizontal plane of the roof, protrude no
more than 1/2" beyond the vertical plane of the front and sides of the module. The
clearance lights shall be an integral part of the light bar.

Yes No

REAR LIGHTBAR
Shall be a 94 light bar.
Pattern from curbside to streetside as follows: Clear lens Red Super LED Flasher, Clear
Rotator, 17 Degree Angled Scenelights, Amber Flasher, Clear Lens Red LED Brake
Light, Amber Flasher, 17 Degree Angled Scenelights, Red Rotator, Clear lens Red Super
LED Flasher.
The Lightbar shall be recess mounted with the horizontal plane of the roof, and protrude
no more than 1/2" beyond the vertical plane of the rear and sides of the module. The
clearance lights shall be an integral part of the light bar.
The scenelights shall activate when rear doors are opened or when vehicle is placed in
"Reverse".

Yes No

FLASHERS
Four (4) Clear Lens Red Super LED flashers shall be mounted two (2) on each side of
module in upper corners.
Two (2) Clear Lens Amber Super LED flashers shall be mounted on the rear of the
vehicle at window height.

Yes_ No_

SCENELIGHTS
Four (4) Clear LED scene lights, mounted two (2) on each side, shall be installed. The
scenelights shall be flush mounted and have internal optics to deflect the light down at 8-
32 degree angles. The side door shall activate the curbside scene lights.

Yes No

SPOTLIGHT
A 400,000Ccp hand-held spotlight shall be hard wired into the console and have a

hanging clip.

Yes_  No_

INTERSECTION LIGHTS
Four (4) Intersection lights shall be installed, one (1) on each fender and one (1) above
each wheel well. These shall be Red LED flashers.

Yes ' No'l
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GRILLE LIGHTS
Shall be two (2) Red lens Red LED flashers.

Yes No
SIREN
Shall be 200 watt. Siren options to include radio, horn, manual, wail, yelp, and phaser.
Yes No
SIREN SPEAKERS
Shall be a Thru Bumper with two (2) 100-watt speaker drivers.
Yes No

SEQUENTIAL SWITCHING SYSTEM
A sequential switching system shall be installed to control emergency lighting.

Yeés, o Mo

FLASHER CONTROL
A 50 amp per terminal 3250 GCP flasher shall be provided to control flashers.

Yes No

FLUID WARMER
A 12VDC/120VAC dual voltage fluid warmer shall be installed in cabinet #15. The
warmer will be thermostatically controlled at 95 to 105 degrees F. Space for ten (10)
one-liter bags of fluids shall be provided.

Yes  No

SUPPORTING DOCUMENTATION

OWNERS MANUAL
Shall be provided with vehicle and consists of the following items:

Chassis owner information packet.
Extra set of keys.
Lifetime module warranty.
Factory warranty on Chassis.
7 Year/75,000 mile limited electrical warranty.
2 Year/30,000 mile Conversion Warranty.
5 Year Paint Warranty.
Module remount engineering checklist.
Climate control information and warranty.
Main schematic.
11. Electrical equipment amperage ratings.
12. Wire coding list.
13. Schematics for standard system: (As Built)

- Driver switch console

- Attendant switch console

- Climate control system

- Dual battery system

- Module harness routing

- Interior and exterior lights
14. Operations manual
15. Schematics for individual options.

,_.
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16. Warranty and parts list for light bar, etc.
Yes No

MISCELLANEOUS EQUIPMENT

LOOSE EQUIPMENT

The following equipment shall be shipped loose with the vehicle:

1. Touch Up Paint

2. O cylinder wrench

3. Antenna Coax Ends

4. One (1) 20 amp plug end
Yes No

* X ¥ X X X X
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